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Industrial automation parts supply - Request a Quote online

GEARWVELL

ABB ACS150 micro drives type code list

38 type codes for ABB ACS150 drives, 0.37 to 4 kW (0.5 to 5 hp), for 1-phase 200-240 V, 3-phase 200-240 V
and 3-phase 380-480 V supplies. ABB builds the type code from the series, the input (01 = 1-phase, 03 = 3-
phase), the configuration letter (E = EMC filter connected and 50 Hz default settings, U = EMC filter
disconnected and 60 Hz US default settings), the output current (08A8 = 8.8 A) and the voltage code (2 = 200—
240V, 4 = 380-480 V). ABB gives one rating table for both E and U drives, so each rating appears twice below.
Ratings: PN typical motor power, 12N continuous output current with 50% overload for one minute every ten
minutes, 12max maximum output current. Ask us for availability, lead time and price for any type code below.

ACS150-01E-xxxx-2: 1-phase 200-240 V, configuration E, EMC filter connected, 50 Hz defaults

ORDER NUMBER DESCRIPTION

ACS150-01E-02A4-2 1-phase 200-240V, 0.37 kW /0.5 hp, 12N 2.4 A (I2max 4.2 A), frame RO Request a Quote
ACS150-01E-04A7-2 1-phase 200-240V, 0.75 kW /1 hp, I2N 4.7 A (I2max 8.2 A), frame R1 Request a Quote
ACS150-01E-06A7-2 1-phase 200-240V, 1.1 kW /1.5 hp, I2N 6.7 A (I2Zmax 11.7 A), frame R1 Request a Quote
ACS150-01E-07A5-2 1-phase 200-240V, 1.5 kW /2 hp, 12N 7.5 A (I2Zmax 13.1 A), frame R2 Request a Quote

ACS150-01E-09A8-2 1-phase 200-240V, 2.2 kW /3 hp, 12N 9.8 A (I2Zmax 17.2 A), frame R2 Request a Quote

ACS150-01U-xxxx-2: 1-phase 200-240 V, configuration U, EMC filter disconnected, 60 Hz (US)
defaults

ORDER NUMBER DESCRIPTION

ACS150-01U-02A4-2 1-phase 200-240V, 0.37 kW /0.5 hp, 12N 2.4 A (I2max 4.2 A), frame RO Request a Quote
ACS150-01U-04A7-2 1-phase 200-240V, 0.75 kW / 1 hp, I2N 4.7 A (I2max 8.2 A), frame R1 Request a Quote
ACS150-01U-06A7-2 1-phase 200-240V, 1.1 kW /1.5 hp, I2N 6.7 A (I2max 11.7 A), frame R1 Request a Quote
ACS150-01U-07A5-2 1-phase 200-240V, 1.5 kW /2 hp, 12N 7.5 A (I2Zmax 13.1 A), frame R2 Request a Quote

ACS150-01U-09A8-2 1-phase 200-240V, 2.2 kW /3 hp, 12N 9.8 A (I2max 17.2 A), frame R2 Request a Quote

ACS150-03E-xxxx-2: 3-phase 200-240 V, configuration E, EMC filter connected, 50 Hz defaults

ORDER NUMBER DESCRIPTION

ACS150-03E-02A4-2 3-phase 200-240V, 0.37 kW /0.5 hp, 12N 2.4 A (I2max 4.2 A), frame RO Request a Quote
ACS150-03E-03A5-2 3-phase 200-240V, 0.55 kW / 0.75 hp, I2N 3.5 A (I2Zmax 6.1 A), frame RO  Request a Quote
ACS150-03E-04A7-2 3-phase 200-240V, 0.75 kW /1 hp, I2N 4.7 A (I2max 8.2 A), frame R1 Request a Quote
ACS150-03E-06A7-2 3-phase 200-240V, 1.1 kW /1.5 hp, I2N 6.7 A (I2max 11.7 A), frame R1 Request a Quote
ACS150-03E-07A5-2 3-phase 200-240V, 1.5 kW /2 hp, 12N 7.5 A (I2Zmax 13.1 A), frame R1 Request a Quote

ACS150-03E-09A8-2 3-phase 200-240V, 2.2 kW /3 hp, 12N 9.8 A (I2Zmax 17.2 A), frame R2 Request a Quote

ACS150-03U-xxxx-2: 3-phase 200-240 V, configuration U, EMC filter disconnected, 60 Hz (US)
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defaults

ORDER NUMBER DESCRIPTION

ACS150-03U-02A4-2 3-phase 200-240V, 0.37 kW /0.5 hp, 12N 2.4 A (I2max 4.2 A), frame RO Request a Quote
ACS150-03U-03A5-2 3-phase 200-240 V, 0.55 kW / 0.75 hp, I2N 3.5 A (I2Zmax 6.1 A), frame RO  Request a Quote
ACS150-03U-04A7-2 3-phase 200-240V, 0.75 kW / 1 hp, I2N 4.7 A (I2max 8.2 A), frame R1 Request a Quote
ACS150-03U-06A7-2 3-phase 200-240V, 1.1 kW /1.5 hp, 12N 6.7 A (I2Zmax 11.7 A), frame R1 Request a Quote
ACS150-03U-07A5-2 3-phase 200-240V, 1.5 kW /2 hp, 12N 7.5 A (I2Zmax 13.1 A), frame R1 Request a Quote

ACS150-03U-09A8-2 3-phase 200-240V, 2.2 kW /3 hp, 12N 9.8 A (I2Zmax 17.2 A), frame R2 Request a Quote

ACS150-03E-xxxx-4: 3-phase 380-480 V, configuration E, EMC filter connected, 50 Hz defaults

ORDER NUMBER DESCRIPTION

ACS150-03E-01A2-4 3-phase 380—480V, 0.37 kW /0.5 hp, 12N 1.2 A (I2max 2.1 A), frame RO Request a Quote
ACS150-03E-01A9-4 3-phase 380-480 V, 0.55 kW /0.75 hp, 12N 1.9 A (I2Zmax 3.3 A), frame RO  Request a Quote
ACS150-03E-02A4-4 3-phase 380-480V, 0.75 kW /1 hp, I2N 2.4 A (I2Zmax 4.2 A), frame R1 Request a Quote

ACS150-03E-03A3-4 3-phase 380-480V, 1.1 kW /1.5 hp, I2N 3.3 A (I2Zmax 5.8 A), frame R1 Request a Quote

ACS150-03E-04A1-4 3-phase 380-480V, 1.5 kW /2 hp, 12N 4.1 A (I2max 7.2 A), frame R1 Request a Quote
ACS150-03E-05A6-4 3-phase 380—-480V, 2.2 kW /3 hp, 12N 5.6 A (I2max 9.8 A), frame R1 Request a Quote
ACS150-03E-07A3-4 3-phase 380-480V, 3kW /4 hp, I2N 7.3 A (I2max 12.8 A), frame R1 Request a Quote
ACS150-03E-08A8-4 3-phase 380—480V, 4 kW /5 hp, I2N 8.8 A (I2Zmax 15.4 A), frame R1 Request a Quote

ACS150-03U-xxxx-4: 3-phase 380-480 V, configuration U, EMC filter disconnected, 60 Hz (US)
defaults

ORDER NUMBER DESCRIPTION

ACS150-03U-01A2-4 3-phase 380-480V, 0.37 kW /0.5 hp, 12N 1.2 A (I2max 2.1 A), frame RO Request a Quote
ACS150-03U-01A9-4 3-phase 380-480 V, 0.55 kW /0.75 hp, 12N 1.9 A (I2Zmax 3.3 A), frame RO  Request a Quote
ACS150-03U-02A4-4 3-phase 380-480V, 0.75 kW / 1 hp, I2N 2.4 A (I2max 4.2 A), frame R1 Request a Quote

ACS150-03U-03A3-4 3-phase 380—480V, 1.1 kW /1.5 hp, I2N 3.3 A (I2Zmax 5.8 A), frame R1 Request a Quote

ACS150-03U-04A1-4 3-phase 380-480V, 1.5 kW /2 hp, 12N 4.1 A (I2Zmax 7.2 A), frame R1 Request a Quote
ACS150-03U-05A6-4 3-phase 380-480V, 2.2 kW /3 hp, 12N 5.6 A (I2max 9.8 A), frame R1 Request a Quote
ACS150-03U-07A3-4 3-phase 380-480V, 3 kW /4 hp, 12N 7.3 A (I2max 12.8 A), frame R1 Request a Quote
ACS150-03U-08A8-4 3-phase 380-480V, 4 kW /5 hp, I2N 8.8 A (I2max 15.4 A), frame R1 Request a Quote

Prepared by GEARWELL, 2026-10-14. ABB is a trademark of ABB Ltd. GEARWELL is an independent supplier and is not affiliated with or authorized by
ABB. Ratings are taken from the ABB ACS150 drives user's manual (3AFE68576032 Rev D, 2016-05-03), Technical data, Ratings, page 137, where the
type is given as ACS150-0[1/3]x-xxxx-y with x = E or U; the full type codes are formed with the Type designation key on page 22 of the same manual. They
are given for identification; confirm the exact type code, including plus codes, with the nameplate before ordering. Official documentation: library.abb.com.
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