
gearwellmro.com
Industrial automation parts supply · Request a Quote online

Schneider Electric Altivar Process ATV600 (ATV630 / ATV650) order
number list
100 order numbers for Altivar Process ATV630 and ATV650 variable speed drives, grouped as in the Schneider
Electric catalog. Power ratings are the motor power on the rating plate in normal duty (ND) and heavy duty
(HD); for 500–690 V drives both the 500 V and 690 V ratings are shown. Ask us for availability, lead time and
price for any order number below.

200–240 V IP21/UL Type 1 drives, wall mounting, without EMC filter

ORDER NUMBER DESCRIPTION

ATV630U07M3 Altivar Process ATV630, 200–240 V three-phase, IP21/UL Type 1, wall
mounting, without EMC filter; normal duty 0.75 kW / 1 HP, heavy duty 0.37
kW / 0.5 HP

Request a Quote

ATV630U15M3 Altivar Process ATV630, 200–240 V three-phase, IP21/UL Type 1, wall
mounting, without EMC filter; normal duty 1.5 kW / 2 HP, heavy duty 0.75
kW / 1 HP

Request a Quote

ATV630U22M3 Altivar Process ATV630, 200–240 V three-phase, IP21/UL Type 1, wall
mounting, without EMC filter; normal duty 2.2 kW / 3 HP, heavy duty 1.5
kW / 2 HP

Request a Quote

ATV630U30M3 Altivar Process ATV630, 200–240 V three-phase, IP21/UL Type 1, wall
mounting, without EMC filter; normal duty 3 kW, heavy duty 2.2 kW / 3 HP

Request a Quote

ATV630U40M3 Altivar Process ATV630, 200–240 V three-phase, IP21/UL Type 1, wall
mounting, without EMC filter; normal duty 4 kW / 5 HP, heavy duty 3 kW

Request a Quote

ATV630U55M3 Altivar Process ATV630, 200–240 V three-phase, IP21/UL Type 1, wall
mounting, without EMC filter; normal duty 5.5 kW / 7.5 HP, heavy duty 4
kW / 5 HP

Request a Quote

ATV630U75M3 Altivar Process ATV630, 200–240 V three-phase, IP21/UL Type 1, wall
mounting, without EMC filter; normal duty 7.5 kW / 10 HP, heavy duty 5.5
kW / 7.5 HP

Request a Quote

ATV630D11M3 Altivar Process ATV630, 200–240 V three-phase, IP21/UL Type 1, wall
mounting, without EMC filter; normal duty 11 kW / 15 HP, heavy duty 7.5
kW / 10 HP

Request a Quote

ATV630D15M3 Altivar Process ATV630, 200–240 V three-phase, IP21/UL Type 1, wall
mounting, without EMC filter; normal duty 15 kW / 20 HP, heavy duty 11
kW / 15 HP

Request a Quote

ATV630D18M3 Altivar Process ATV630, 200–240 V three-phase, IP21/UL Type 1, wall
mounting, without EMC filter; normal duty 18.5 kW / 25 HP, heavy duty 15
kW / 20 HP

Request a Quote

ATV630D22M3 Altivar Process ATV630, 200–240 V three-phase, IP21/UL Type 1, wall
mounting, without EMC filter; normal duty 22 kW / 30 HP, heavy duty 18.5
kW / 25 HP

Request a Quote
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ORDER NUMBER DESCRIPTION

ATV630D30M3 Altivar Process ATV630, 200–240 V three-phase, IP21/UL Type 1, wall
mounting, without EMC filter; normal duty 30 kW / 40 HP, heavy duty 22
kW / 30 HP

Request a Quote

ATV630D37M3 Altivar Process ATV630, 200–240 V three-phase, IP21/UL Type 1, wall
mounting, without EMC filter; normal duty 37 kW / 50 HP, heavy duty 30
kW / 40 HP

Request a Quote

ATV630D45M3 Altivar Process ATV630, 200–240 V three-phase, IP21/UL Type 1, wall
mounting, without EMC filter; normal duty 45 kW / 60 HP, heavy duty 37
kW / 50 HP

Request a Quote

ATV630D55M3 Altivar Process ATV630, 200–240 V three-phase, supplied as IP00 for
enclosure mounting (IP21/UL Type 1 kit ordered separately), wall
mounting, without EMC filter; normal duty 55 kW / 75 HP, heavy duty 45
kW / 60 HP

Request a Quote

ATV630D75M3 Altivar Process ATV630, 200–240 V three-phase, supplied as IP00 for
enclosure mounting (IP21/UL Type 1 kit ordered separately), wall
mounting, without EMC filter; normal duty 75 kW / 100 HP, heavy duty 55
kW / 75 HP

Request a Quote

380–480 V IP21/UL Type 1 drives, wall mounting, with category C2 integrated EMC filter

ORDER NUMBER DESCRIPTION

ATV630U07N4 Altivar Process ATV630, 380–480 V three-phase, IP21/UL Type 1, wall
mounting, category C2 EMC filter; normal duty 0.75 kW / 1 HP, heavy duty
0.37 kW / 0.5 HP

Request a Quote

ATV630U15N4 Altivar Process ATV630, 380–480 V three-phase, IP21/UL Type 1, wall
mounting, category C2 EMC filter; normal duty 1.5 kW / 2 HP, heavy duty
0.75 kW / 1 HP

Request a Quote

ATV630U22N4 Altivar Process ATV630, 380–480 V three-phase, IP21/UL Type 1, wall
mounting, category C2 EMC filter; normal duty 2.2 kW / 3 HP, heavy duty
1.5 kW / 2 HP

Request a Quote

ATV630U30N4 Altivar Process ATV630, 380–480 V three-phase, IP21/UL Type 1, wall
mounting, category C2 EMC filter; normal duty 3 kW, heavy duty 2.2 kW /
3 HP

Request a Quote

ATV630U40N4 Altivar Process ATV630, 380–480 V three-phase, IP21/UL Type 1, wall
mounting, category C2 EMC filter; normal duty 4 kW / 5 HP, heavy duty 3
kW

Request a Quote

ATV630U55N4 Altivar Process ATV630, 380–480 V three-phase, IP21/UL Type 1, wall
mounting, category C2 EMC filter; normal duty 5.5 kW / 7.5 HP, heavy duty
4 kW / 5 HP

Request a Quote

ATV630U75N4 Altivar Process ATV630, 380–480 V three-phase, IP21/UL Type 1, wall
mounting, category C2 EMC filter; normal duty 7.5 kW / 10 HP, heavy duty
5.5 kW / 7.5 HP

Request a Quote

ATV630D11N4 Altivar Process ATV630, 380–480 V three-phase, IP21/UL Type 1, wall
mounting, category C2 EMC filter; normal duty 11 kW / 15 HP, heavy duty
7.5 kW / 10 HP

Request a Quote
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ORDER NUMBER DESCRIPTION

ATV630D15N4 Altivar Process ATV630, 380–480 V three-phase, IP21/UL Type 1, wall
mounting, category C2 EMC filter; normal duty 15 kW / 20 HP, heavy duty
11 kW / 15 HP

Request a Quote

ATV630D18N4 Altivar Process ATV630, 380–480 V three-phase, IP21/UL Type 1, wall
mounting, category C2 EMC filter; normal duty 18.5 kW / 25 HP, heavy
duty 15 kW / 20 HP

Request a Quote

ATV630D22N4 Altivar Process ATV630, 380–480 V three-phase, IP21/UL Type 1, wall
mounting, category C2 EMC filter; normal duty 22 kW / 30 HP, heavy duty
18.5 kW / 25 HP

Request a Quote

ATV630D30N4 Altivar Process ATV630, 380–480 V three-phase, IP21/UL Type 1, wall
mounting, category C2 EMC filter; normal duty 30 kW / 40 HP, heavy duty
22 kW / 30 HP

Request a Quote

ATV630D37N4 Altivar Process ATV630, 380–480 V three-phase, IP21/UL Type 1, wall
mounting, category C2 EMC filter; normal duty 37 kW / 50 HP, heavy duty
30 kW / 40 HP

Request a Quote

ATV630D45N4 Altivar Process ATV630, 380–480 V three-phase, IP21/UL Type 1, wall
mounting, category C2 EMC filter; normal duty 45 kW / 60 HP, heavy duty
37 kW / 50 HP

Request a Quote

380–480 V IP21/UL Type 1 drives, wall mounting, with category C3 integrated EMC filter

ORDER NUMBER DESCRIPTION

ATV630D55N4 Altivar Process ATV630, 380–480 V three-phase, IP21/UL Type 1, wall
mounting, category C3 EMC filter; normal duty 55 kW / 75 HP, heavy duty
45 kW / 60 HP

Request a Quote

ATV630D75N4 Altivar Process ATV630, 380–480 V three-phase, IP21/UL Type 1, wall
mounting, category C3 EMC filter; normal duty 75 kW / 100 HP, heavy duty
55 kW / 75 HP

Request a Quote

ATV630D90N4 Altivar Process ATV630, 380–480 V three-phase, IP21/UL Type 1, wall
mounting, category C3 EMC filter; normal duty 90 kW / 125 HP, heavy duty
75 kW / 100 HP

Request a Quote

ATV630C11N4 Altivar Process ATV630, 380–480 V three-phase, supplied as IP00 for
enclosure mounting (IP21/UL Type 1 kit ordered separately), wall
mounting, category C3 EMC filter; normal duty 110 kW / 150 HP, heavy
duty 90 kW / 125 HP

Request a Quote

ATV630C13N4 Altivar Process ATV630, 380–480 V three-phase, supplied as IP00 for
enclosure mounting (IP21/UL Type 1 kit ordered separately), wall
mounting, category C3 EMC filter; normal duty 132 kW / 200 HP, heavy
duty 110 kW / 150 HP

Request a Quote

ATV630C16N4 Altivar Process ATV630, 380–480 V three-phase, supplied as IP00 for
enclosure mounting (IP21/UL Type 1 kit ordered separately), wall
mounting, category C3 EMC filter; normal duty 160 kW / 250 HP, heavy
duty 132 kW / 200 HP

Request a Quote
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ORDER NUMBER DESCRIPTION

ATV630C22N4 Altivar Process ATV630, 380–480 V three-phase, supplied as IP00 for
enclosure mounting (IP21/UL Type 1 kit ordered separately), wall
mounting, category C3 EMC filter; normal duty 220 kW / 350 HP, heavy
duty 160 kW / 250 HP

Request a Quote

ATV630C25N4 Altivar Process ATV630, 380–480 V three-phase, supplied as IP00 for
enclosure mounting (IP21/UL Type 1 kit ordered separately), wall
mounting, category C3 EMC filter; normal duty 250 kW / 400 HP, heavy
duty 220 kW / 300 HP

Request a Quote

ATV630C31N4 Altivar Process ATV630, 380–480 V three-phase, supplied as IP00 for
enclosure mounting (IP21/UL Type 1 kit ordered separately), wall
mounting, category C3 EMC filter; normal duty 315 kW / 500 HP, heavy
duty 250 kW / 400 HP

Request a Quote

380–480 V IP55 drives, wall mounting, with category C2 or C3 integrated EMC filter

ORDER NUMBER DESCRIPTION

ATV650U07N4 Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
category C2 EMC filter; normal duty 0.75 kW / 1 HP, heavy duty 0.37 kW /
0.5 HP

Request a Quote

ATV650U15N4 Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
category C2 EMC filter; normal duty 1.5 kW / 2 HP, heavy duty 0.75 kW / 1
HP

Request a Quote

ATV650U22N4 Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
category C2 EMC filter; normal duty 2.2 kW / 3 HP, heavy duty 1.5 kW / 2
HP

Request a Quote

ATV650U30N4 Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
category C2 EMC filter; normal duty 3 kW, heavy duty 2.2 kW / 3 HP

Request a Quote

ATV650U40N4 Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
category C2 EMC filter; normal duty 4 kW / 5 HP, heavy duty 3 kW

Request a Quote

ATV650U55N4 Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
category C2 EMC filter; normal duty 5.5 kW / 7.5 HP, heavy duty 4 kW / 5
HP

Request a Quote

ATV650U75N4 Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
category C2 EMC filter; normal duty 7.5 kW / 10 HP, heavy duty 5.5 kW /
7.5 HP

Request a Quote

ATV650D11N4 Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
category C2 EMC filter; normal duty 11 kW / 15 HP, heavy duty 7.5 kW / 10
HP

Request a Quote

ATV650D15N4 Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
category C2 EMC filter; normal duty 15 kW / 20 HP, heavy duty 11 kW / 15
HP

Request a Quote

ATV650D18N4 Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
category C2 EMC filter; normal duty 18.5 kW / 25 HP, heavy duty 15 kW /
20 HP

Request a Quote
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ORDER NUMBER DESCRIPTION

ATV650D22N4 Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
category C2 EMC filter; normal duty 22 kW / 30 HP, heavy duty 18.5 kW /
25 HP

Request a Quote

ATV650D30N4 Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
category C2 EMC filter; normal duty 30 kW / 40 HP, heavy duty 22 kW / 30
HP

Request a Quote

ATV650D37N4 Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
category C2 EMC filter; normal duty 37 kW / 50 HP, heavy duty 30 kW / 40
HP

Request a Quote

ATV650D45N4 Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
category C2 EMC filter; normal duty 45 kW / 60 HP, heavy duty 37 kW / 50
HP

Request a Quote

ATV650D55N4 Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
category C3 EMC filter; normal duty 55 kW / 75 HP, heavy duty 45 kW / 60
HP

Request a Quote

ATV650D75N4 Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
category C3 EMC filter; normal duty 75 kW / 100 HP, heavy duty 55 kW /
75 HP

Request a Quote

ATV650D90N4 Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
category C3 EMC filter; normal duty 90 kW / 125 HP, heavy duty 75 kW /
100 HP

Request a Quote

380–480 V IP55 drives, wall mounting, with Vario disconnect switch and category C2 or C3
integrated EMC filter

ORDER NUMBER DESCRIPTION

ATV650U07N4E Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
Vario disconnect switch, category C2 EMC filter; normal duty 0.75 kW / 1
HP, heavy duty 0.37 kW / 0.5 HP

Request a Quote

ATV650U15N4E Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
Vario disconnect switch, category C2 EMC filter; normal duty 1.5 kW / 2
HP, heavy duty 0.75 kW / 1 HP

Request a Quote

ATV650U22N4E Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
Vario disconnect switch, category C2 EMC filter; normal duty 2.2 kW / 3
HP, heavy duty 1.5 kW / 2 HP

Request a Quote

ATV650U30N4E Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
Vario disconnect switch, category C2 EMC filter; normal duty 3 kW, heavy
duty 2.2 kW / 3 HP

Request a Quote

ATV650U40N4E Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
Vario disconnect switch, category C2 EMC filter; normal duty 4 kW / 5 HP,
heavy duty 3 kW

Request a Quote

ATV650U55N4E Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
Vario disconnect switch, category C2 EMC filter; normal duty 5.5 kW / 7.5
HP, heavy duty 4 kW / 5 HP

Request a Quote
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ORDER NUMBER DESCRIPTION

ATV650U75N4E Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
Vario disconnect switch, category C2 EMC filter; normal duty 7.5 kW / 10
HP, heavy duty 5.5 kW / 7.5 HP

Request a Quote

ATV650D11N4E Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
Vario disconnect switch, category C2 EMC filter; normal duty 11 kW / 15
HP, heavy duty 7.5 kW / 10 HP

Request a Quote

ATV650D15N4E Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
Vario disconnect switch, category C2 EMC filter; normal duty 15 kW / 20
HP, heavy duty 11 kW / 15 HP

Request a Quote

ATV650D18N4E Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
Vario disconnect switch, category C2 EMC filter; normal duty 18.5 kW / 25
HP, heavy duty 15 kW / 20 HP

Request a Quote

ATV650D22N4E Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
Vario disconnect switch, category C2 EMC filter; normal duty 22 kW / 30
HP, heavy duty 18.5 kW / 25 HP

Request a Quote

ATV650D30N4E Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
Vario disconnect switch, category C2 EMC filter; normal duty 30 kW / 40
HP, heavy duty 22 kW / 30 HP

Request a Quote

ATV650D37N4E Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
Vario disconnect switch, category C2 EMC filter; normal duty 37 kW / 50
HP, heavy duty 30 kW / 40 HP

Request a Quote

ATV650D45N4E Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
Vario disconnect switch, category C2 EMC filter; normal duty 45 kW / 60
HP, heavy duty 37 kW / 50 HP

Request a Quote

ATV650D55N4E Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
Vario disconnect switch, category C3 EMC filter; normal duty 55 kW / 75
HP, heavy duty 45 kW / 60 HP

Request a Quote

ATV650D75N4E Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
Vario disconnect switch, category C3 EMC filter; normal duty 75 kW / 100
HP, heavy duty 55 kW / 75 HP

Request a Quote

ATV650D90N4E Altivar Process ATV650, 380–480 V three-phase, IP55, wall mounting,
Vario disconnect switch, category C3 EMC filter; normal duty 90 kW / 125
HP, heavy duty 75 kW / 100 HP

Request a Quote

500–690 V IP00 drives, wall mounting, with category C3 integrated EMC filter

ORDER NUMBER DESCRIPTION

ATV630U22Y6 Altivar Process ATV630, 500–690 V three-phase, IP00, wall mounting,
category C3 EMC filter; normal duty 1.5 kW at 500 V / 2.2 kW at 690 V,
heavy duty 1.1 kW at 500 V / 1.5 kW at 690 V

Request a Quote

ATV630U30Y6 Altivar Process ATV630, 500–690 V three-phase, IP00, wall mounting,
category C3 EMC filter; normal duty 2.2 kW at 500 V / 3 kW at 690 V,
heavy duty 1.5 kW at 500 V / 2.2 kW at 690 V

Request a Quote

ATV630U40Y6 Altivar Process ATV630, 500–690 V three-phase, IP00, wall mounting,
category C3 EMC filter; normal duty 3 kW at 500 V / 4 kW at 690 V, heavy
duty 2.2 kW at 500 V / 3 kW at 690 V

Request a Quote
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ORDER NUMBER DESCRIPTION

ATV630U55Y6 Altivar Process ATV630, 500–690 V three-phase, IP00, wall mounting,
category C3 EMC filter; normal duty 4 kW at 500 V / 5.5 kW at 690 V,
heavy duty 3 kW at 500 V / 4 kW at 690 V

Request a Quote

ATV630U75Y6 Altivar Process ATV630, 500–690 V three-phase, IP00, wall mounting,
category C3 EMC filter; normal duty 5.5 kW at 500 V / 7.5 kW at 690 V,
heavy duty 4 kW at 500 V / 5.5 kW at 690 V

Request a Quote

ATV630D11Y6 Altivar Process ATV630, 500–690 V three-phase, IP00, wall mounting,
category C3 EMC filter; normal duty 7.5 kW at 500 V / 11 kW at 690 V,
heavy duty 5.5 kW at 500 V / 7.5 kW at 690 V

Request a Quote

ATV630D15Y6 Altivar Process ATV630, 500–690 V three-phase, IP00, wall mounting,
category C3 EMC filter; normal duty 11 kW at 500 V / 15 kW at 690 V,
heavy duty 7.5 kW at 500 V / 11 kW at 690 V

Request a Quote

ATV630D18Y6 Altivar Process ATV630, 500–690 V three-phase, IP00, wall mounting,
category C3 EMC filter; normal duty 15 kW at 500 V / 18.5 kW at 690 V,
heavy duty 11 kW at 500 V / 15 kW at 690 V

Request a Quote

ATV630D22Y6 Altivar Process ATV630, 500–690 V three-phase, IP00, wall mounting,
category C3 EMC filter; normal duty 18.5 kW at 500 V / 22 kW at 690 V,
heavy duty 15 kW at 500 V / 18.5 kW at 690 V

Request a Quote

ATV630D30Y6 Altivar Process ATV630, 500–690 V three-phase, IP00, wall mounting,
category C3 EMC filter; normal duty 22 kW at 500 V / 30 kW at 690 V,
heavy duty 18.5 kW at 500 V / 22 kW at 690 V

Request a Quote

ATV630D37Y6 Altivar Process ATV630, 500–690 V three-phase, IP00, wall mounting,
category C3 EMC filter; normal duty 30 kW at 500 V / 37 kW at 690 V,
heavy duty 22 kW at 500 V / 30 kW at 690 V

Request a Quote

ATV630D45Y6 Altivar Process ATV630, 500–690 V three-phase, IP00, wall mounting,
category C3 EMC filter; normal duty 37 kW at 500 V / 45 kW at 690 V,
heavy duty 30 kW at 500 V / 37 kW at 690 V

Request a Quote

ATV630D55Y6 Altivar Process ATV630, 500–690 V three-phase, IP00, wall mounting,
category C3 EMC filter; normal duty 45 kW at 500 V / 55 kW at 690 V,
heavy duty 37 kW at 500 V / 45 kW at 690 V

Request a Quote

ATV630D75Y6 Altivar Process ATV630, 500–690 V three-phase, IP00, wall mounting,
category C3 EMC filter; normal duty 55 kW at 500 V / 75 kW at 690 V,
heavy duty 45 kW at 500 V / 55 kW at 690 V

Request a Quote

ATV630D90Y6 Altivar Process ATV630, 500–690 V three-phase, IP00, wall mounting,
category C3 EMC filter; normal duty 75 kW at 500 V / 90 kW at 690 V,
heavy duty 55 kW at 500 V / 75 kW at 690 V

Request a Quote

380–440 V IP21 drives, floor-standing, with category C3 integrated EMC filter

ORDER NUMBER DESCRIPTION

ATV630C11N4F Altivar Process ATV630, 380–440 V three-phase, IP21, floor-standing,
category C3 EMC filter; normal duty 110 kW, heavy duty 90 kW

Request a Quote

ATV630C13N4F Altivar Process ATV630, 380–440 V three-phase, IP21, floor-standing,
category C3 EMC filter; normal duty 132 kW, heavy duty 110 kW

Request a Quote
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ORDER NUMBER DESCRIPTION

ATV630C16N4F Altivar Process ATV630, 380–440 V three-phase, IP21, floor-standing,
category C3 EMC filter; normal duty 160 kW, heavy duty 132 kW

Request a Quote

ATV630C20N4F Altivar Process ATV630, 380–440 V three-phase, IP21, floor-standing,
category C3 EMC filter; normal duty 200 kW, heavy duty 160 kW

Request a Quote

ATV630C25N4F Altivar Process ATV630, 380–440 V three-phase, IP21, floor-standing,
category C3 EMC filter; normal duty 250 kW, heavy duty 200 kW

Request a Quote

ATV630C31N4F Altivar Process ATV630, 380–440 V three-phase, IP21, floor-standing,
category C3 EMC filter; normal duty 315 kW, heavy duty 250 kW

Request a Quote

380–440 V IP54 drives, floor-standing, with switch and category C3 integrated EMC filter

ORDER NUMBER DESCRIPTION

ATV650C11N4F Altivar Process ATV650, 380–440 V three-phase, IP54, floor-standing,
disconnect switch, category C3 EMC filter; normal duty 110 kW, heavy
duty 90 kW

Request a Quote

ATV650C13N4F Altivar Process ATV650, 380–440 V three-phase, IP54, floor-standing,
disconnect switch, category C3 EMC filter; normal duty 132 kW, heavy
duty 110 kW

Request a Quote

ATV650C16N4F Altivar Process ATV650, 380–440 V three-phase, IP54, floor-standing,
disconnect switch, category C3 EMC filter; normal duty 160 kW, heavy
duty 132 kW

Request a Quote

ATV650C20N4F Altivar Process ATV650, 380–440 V three-phase, IP54, floor-standing,
disconnect switch, category C3 EMC filter; normal duty 200 kW, heavy
duty 160 kW

Request a Quote

ATV650C25N4F Altivar Process ATV650, 380–440 V three-phase, IP54, floor-standing,
disconnect switch, category C3 EMC filter; normal duty 250 kW, heavy
duty 200 kW

Request a Quote

ATV650C31N4F Altivar Process ATV650, 380–440 V three-phase, IP54, floor-standing,
disconnect switch, category C3 EMC filter; normal duty 315 kW, heavy
duty 250 kW

Request a Quote

Prepared by GEARWELL, 2026-10-14. Schneider Electric, Altivar and Altivar Process are trademarks of Schneider Electric SE or its subsidiaries.
GEARWELL is an independent supplier and is not affiliated with or authorized by Schneider Electric. Order numbers and ratings are taken from the
Schneider Electric catalog Altivar Process ATV600 variable speed drives (DIA2ED2140502EN, August 2021), References pages 2/4 to 2/11, and are given
for identification; confirm the exact model with the nameplate before ordering. Official documentation: se.com.
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